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Legal Information 

About this Document 

● This Document includes instructions for using and managing the Product. Pictures, charts, 
images and all other information hereinafter are for description and explanation only.  

● The information contained in the Document is subject to change, without notice, due to 
firmware updates or other reasons. Please find the latest version of the Document at the 
Hikvision website (https://www.hikvision.com). Unless otherwise agreed, Hangzhou Hikvision 
Digital Technology Co., Ltd. or its affiliates (hereinafter referred to as "Hikvision") makes no 
warranties, express or implied. 

● Please use the Document with the guidance and assistance of professionals trained in 
supporting the Product. 

About this Product 

● This product can only enjoy the after-sales service support in the country or region where the 
purchase is made. 

● If the product you choose is a video product, please scan the following QR code to obtain the 
"Initiatives on the Use of Video Products", and read it carefully. 

 

Acknowledgment of Intellectual Property Rights 

● Hikvision owns the copyrights and/or patents related to the technology embodied in the 
Products described in this Document, which may include licenses obtained from third parties. 

● Any part of the Document, including text, pictures, graphics, etc., belongs to Hikvision. No part 
of this Document may be excerpted, copied, translated, or modified in whole or in part by any 
means without written permission. 

●  and other Hikvision’s trademarks and logos are the properties of Hikvision in 
various jurisdictions. 

● Other trademarks and logos mentioned are the properties of their respective owners. 

LEGAL DISCLAIMER 

● TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THIS DOCUMENT AND THE 
PRODUCT DESCRIBED, WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, ARE PROVIDED "AS 
IS" AND "WITH ALL FAULTS AND ERRORS". HIKVISION MAKES NO WARRANTIES, EXPRESS OR 
IMPLIED, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY, SATISFACTORY QUALITY, OR 
FITNESS FOR A PARTICULAR PURPOSE. THE USE OF THE PRODUCT BY YOU IS AT YOUR OWN RISK. 
IN NO EVENT WILL HIKVISION BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL, 

https://www.hikvision.com/
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INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF 
BUSINESS PROFITS, BUSINESS INTERRUPTION, OR LOSS OF DATA, CORRUPTION OF SYSTEMS, OR 
LOSS OF DOCUMENTATION, WHETHER BASED ON BREACH OF CONTRACT, TORT (INCLUDING 
NEGLIGENCE), PRODUCT LIABILITY, OR OTHERWISE, IN CONNECTION WITH THE USE OF THE 
PRODUCT, EVEN IF HIKVISION HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES OR 
LOSS. 

● YOU ACKNOWLEDGE THAT THE NATURE OF THE INTERNET PROVIDES FOR INHERENT SECURITY 
RISKS, AND HIKVISION SHALL NOT TAKE ANY RESPONSIBILITIES FOR ABNORMAL OPERATION, 
PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER-ATTACK, HACKER ATTACK, 
VIRUS INFECTION, OR OTHER INTERNET SECURITY RISKS; HOWEVER, HIKVISION WILL PROVIDE 
TIMELY TECHNICAL SUPPORT IF REQUIRED.  

● YOU AGREE TO USE THIS PRODUCT IN COMPLIANCE WITH ALL APPLICABLE LAWS, AND YOU ARE 
SOLELY RESPONSIBLE FOR ENSURING THAT YOUR USE CONFORMS TO THE APPLICABLE LAW. 
ESPECIALLY, YOU ARE RESPONSIBLE, FOR USING THIS PRODUCT IN A MANNER THAT DOES NOT 
INFRINGE ON THE RIGHTS OF THIRD PARTIES, INCLUDING WITHOUT LIMITATION, RIGHTS OF 
PUBLICITY, INTELLECTUAL PROPERTY RIGHTS, OR DATA PROTECTION AND OTHER PRIVACY 
RIGHTS. YOU SHALL NOT USE THIS PRODUCT FOR ANY PROHIBITED END-USES, INCLUDING THE 
DEVELOPMENT OR PRODUCTION OF WEAPONS OF MASS DESTRUCTION, THE DEVELOPMENT OR 
PRODUCTION OF CHEMICAL OR BIOLOGICAL WEAPONS, ANY ACTIVITIES IN THE CONTEXT 
RELATED TO ANY NUCLEAR EXPLOSIVE OR UNSAFE NUCLEAR FUEL-CYCLE, OR IN SUPPORT OF 
HUMAN RIGHTS ABUSES. 

● IN THE EVENT OF ANY CONFLICTS BETWEEN THIS DOCUMENT AND THE APPLICABLE LAW, THE 
LATTER PREVAILS.  

©  Hangzhou Hikvision Digital Technology Co., Ltd. All rights reserved. 
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Symbol Conventions 

The symbols that may be found in this document are defined as follows. 

Symbol  Description  

 
Provides additional information to emphasize or supplement important 
points of the main text. 

 

Indicates a potentially hazardous situation, which if not avoided, could 
result in equipment damage, data loss, performance degradation, or 
unexpected results. 

 
Indicates a hazard with a high level of risk, which if not avoided, will result 
in death or serious injury. 

Safety Instructions 

 Proper configuration of all passwords and other security settings is the responsibility of the 
installer and/or end-user. 

 In the use of the product, you must be in strict compliance with the electrical safety 
regulations of the nation and region. Please refer to technical specifications for detailed 
information. 

 Input voltage should meet both the SELV (Safety Extra Low Voltage) and the Limited Power 
Source according to the IEC60950-1 standard. Please refer to technical specifications for 
detailed information. 

 Do not connect several devices to one power adapter as adapter overload may cause 
over-heating or a fire hazard. 

 Please make sure that the plug is firmly connected to the power socket.   

 If smoke, odor or noise rise from the device, turn off the power at once and unplug the power 
cable, and then please contact the service center.  

Preventive and Cautionary Tips 

Before connecting and operating your device, please be advised of the following tips: 

 Ensure unit is installed in a well-ventilated, dust-free environment. 

 Unit is designed for indoor use only. 

 Keep all liquids away from the device. 

 Ensure environmental conditions meet factory specifications. 

 Ensure unit is properly secured to a rack or shelf. Major shocks or jolts to the unit as a result of 
dropping it may cause damage to the sensitive electronics within the unit. 
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 Use the device in conjunction with an UPS if possible. 

 Power down the unit before connecting and disconnecting accessories and peripherals. 

 A factory recommended HDD should be used for this device. 

 Improper use or replacement of the battery may result in hazard of explosion. Replace with 
the same or equivalent type only. Dispose of used batteries according to the instructions 
provided by the battery manufacturer. 

 Ensure to use the attached power adaptor only and not to change the adaptor randomly. 
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Chapter 1 Introduction 

1.1 Product Overview 

DS-TMG022 loop vehicle detector is a dual-channel stand-alone vehicle detection device. Applying 
high-performance microprocessor, high-stability oscillating circuits, multi-channel cycle scanning 
technology, and highly stable vehicle detection algorithm, the device can detect passing vehicles in 
a fast, efficient, and precise way, with a normal vehicle capture rate of over 99%. 

1.2 Specifications  

Table 1-1 DS-TMG022 Specifications 

Name Parameters 

Power Supply 
DS-TMG022(110V): 88 to 132 VAC, 50 to 60 Hz 

DS-TMG022(220V): 176 to 264 VAC, 50 to 60 Hz 

Power Consumption ≤ 3 W 

Working Temperature -30 ºC to +70 ºC (-22 ºF to +158 ºF) 

Working Humidity ＜ 90%, no condensation 

Vehicle Detection Rate ≥ 99% 

Fastest Response Time 3.5 ms 

Loop Working Frequency 
25 to 100 KHz, 4 levels (high, medium high, medium 
low, and low) 

Sensitivity (-△L/L) 0.02% to 0.16%, 4 levels adjustable 

Inductance Self Tuning Range 
20 to 1000 uH, recommended inductance value: 100 
to 300 uH 

Self Recovery after Loop 
Failure 

The detector can resume detecting automatically 
after loop failures are removed. 

Output Port 2-ch relay output 
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Chapter 2 Loop Installations 

2.1 Loop Layout Principles 

 Avoid damaged pavement and concrete pavement joints for layout.  

 There must be no large amounts of metals within 50 cm, such as manhole covers and gully 
cover plates.  

 There must be no power supply circuit of over 220V within one meter. At the layout location, 
the AC voltage generated by the disturbing loops of interference source should be no more 
than 2mv. The measurement method is to lay a prepared loop on the layout pavement first, 
and then use a multi-meter to directly measure the voltage between the two terminals of the 
loop by millivolt gear, without access to the device. If the voltage is within 2mv, there is no 
interference; if the voltage is over 2mv, the interference increases with the voltage and it may 
easily causes problems such as empty capture and random flashes.  

 The loop coil is usually winded by 5 turns. If the annular loop is placed over the rebar of the 
reinforced concrete, it should be at least 5 cm above the rebar and the number of turns should 
be increased by 1-2. 

2.2 Loop Specifications  

1. For projects focusing on small vehicle detections, the cut width of the anti-smash loop coil slot 
should be 1m. For projects focusing on large vehicle detections, the cut width of the 
anti-smash loop coil slot should be 1.5m. The four edges of the rectangular slot need to be cut, 
so as to prevent sharp corners from damaging the loop cables. The cut chamfer should be 15 × 
15 cm, as shown in Figure 2-1. 
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The dimensions are for reference only. They depend on the specific 
construction scheme. 
For projects focusing on small vehicle detections, the cut width of the 
anti-smash loop slot should be 1m. For projects focusing on large vehicle 
detections, the cut width of the anti-smash loop slot should be 1.5m.
Consult the technical support if any question.

Cut Chamfer Angle

Slot

4
5
°

1
m

15cm

L

 
Figure 2-1 Slot Cutting Detail Drawing 

2. The loop coil slot should be 4-8 mm wide and 50-80 mm deep, as shown in Figure 2-2. After 
the loop coil slot is cut, lay fine sands in the slot first and then wind the loop coil. Spread 
another layer of fine sands over the loop next and pour asphalt or epoxy resin to fill the slot at 
last. 

Pavement

5
0
~

8
0
m
m

4~8mm

Fine Sands

Asphalt/Epoxy Resin (cement cannot be used for 

joint sealing)

Loop Coil

Fine Sands

Slot

Road Body

Before construction, check if there are metal 
reinforcement objects (such as rebar, iron 
plate, etc.). If any, test first. Consult the 
technical support.

 
Figure 2-2 Sectional View of Loop Construction 
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3. The total cross sectional area of the stranded wire should be approximately 1.5 mm2 (like 
7-core copper wire). The stranded wire needs to be covered by polypropylene or cross-linked 
polyethylene as insulating layer, of which the average thickness is approximately 0.8-1.0 mm. 
The external diameter of cable should be no more than 4 mm and its performance should 
meet the requirements of ultra-low voltage (32 VA below) cable. A variety of loops have been 
used in practical projects, and the heat-resistant FVN49/0.26 loop coil is needed. 

4. The loop leads should be twisted clockwise by over 20 turns per meter and then put into the 
lead slot and embedded pipe. 

Coil Leading PlanCoil Leading Profile

Toll Island

Toll Island Elevation

Embedded Pipe

Openning

Ground

Loop Coil (over 20 turns per meter)

FVN49/0.26

Toll Island Ground Loop Coil

Openning

Loop Coil (over 20 
turns per meter)

FVN49/0.26

 
Figure 2-3 Coil Leading Sketch 

5. Pour molten hard asphalt or epoxy resin into the loop coil slot and the lead slot installed with 
inductive loops. 
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Chapter 3 Operations 

3.1 LED Indicators Status Introduction 

The vehicle detector’s working status can be learned from the LED indicators on its panel.  

 After the device is powered on, all indicators except RUN will keep constant on for 2s, 
indicating that the device is powered on.  

 In normal operating condition, red CH1/CH2 indicator indicates that the channel is not 
connected to the inductive loops or there exists certain fault. While green means that a vehicle 
is detected within the loop scope of the channel. 

3.2 Resetting Notes 

The resetting button on the panel of vehicle detector won’t be effective until being pressed for 3s. 
Otherwise, it will be taken as a jitter or touch by mistake. 

3.3 Enabling Logic Function 

Connection: The loop A away from the barrier is connected to loop 1 and the loop B near the 
barrier is connected to loop 2. 

Dialing case 1: When loop A is used as trigger loop, switch S1 to ON and S2 to OFF. 

Dialing case 2: When loop B is used as trigger loop, switch S1 to OFF and S2 to ON.  

See the table below. 

Table 3-1 Logic Function 

 S1 S2 

Logic 1: Vehicle arrives at loop A and no vehicle at loop B. ON OFF 

Logic 2: Vehicle arrives at loop B and no vehicle at loop A. OFF ON 

3.4 Frequency Stagger 

The corresponding dial number is FREQS1/S2. The dial modes of any two adjacent vehicle detectors 
should be set differently, so as to avoid interferences caused by same frequency. 

  
Reboot the vehicle detector for all dialing practices mentioned above to take effect. 
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Chapter 4 FAQ 

This chapter lists common fault phenomenon and the treatments during operations of the vehicle 
detector. 

 The detector keeps triggering signal after the vehicle has passed the loop. 

Fault phenomenon: The CH1\CH2 indicator is constant green. 

Treatment: Powering off or resetting the vehicle detector can resume working state 
temporarily. To solve the problem, degrade the detector’s sensitivity level to medium high or 
medium low, depending on the effects. Check if the loops are twisted and twist them if not. 
Check if the vehicle detector is grounded and ground it if not. 

 The detector is often triggered when no vehicle passes. 

Fault phenomenon: The CH1\CH2 indicator turns green or flashes green madly when there is 
no vehicle passing.  

Treatment: Set the detector’s sensitivity level to medium high or medium low, depending on 
the effects. Check if the loops are twisted and twist them if not. Check if the vehicle detector is 
grounded and ground it if not. 

 The detector fails to detect vehicle passing.  

Fault phenomenon: The CH1\CH2 indicator doesn’t light when a vehicle passes, or won’t be 
triggered until the vehicle passes the loops. 

Treatment: Set the detector’s sensitivity level to medium high. Check if the loops are twisted 
and twist them if not. Check if the vehicle detector is grounded and ground it if not. In 
addition, check if the vehicle types and cut width of the loops is appropriate in that scene, and 
reflect the problem in time if not.  

 

 

 

 

 

 

 

 

 



DS-TMG022 Vehicle Detector User Manual 

 

13 

 

UD06901B-A 


	Chapter 1   Introduction
	1.1  Product Overview
	1.2  Specifications

	Chapter 2   Loop Installations
	2.1  Loop Layout Principles
	2.2  Loop Specifications

	Chapter 3   Operations
	3.1  LED Indicators Status Introduction
	3.2  Resetting Notes
	3.3  Enabling Logic Function
	3.4  Frequency Stagger

	Chapter 4   FAQ

